
Obstruction Lights

•	 ICAO ve FAA compliance

•	Red min 32cd(200cd) at night (operation is adjustable)

•	Min 100.000h lifetime

•	PC Fresnel Lens perfect light distribition with bird spike

•	LED test mod 

•	 Integrated backup system automatically activated if 

main system fails

•	Optional NO NC Alarm contacts

•	Optional GPS synchronization

MS 628  Low Intensity Obstruction Light 

Voltage(V) 85-260VAC 15-60VDC

Current(mA) 129-41 700-250

min cd 200

Materials Aluminum Diecast & PC 
Lens

IP IP66
Dipswitch no1 and no2: 00 dusk operation, 
01 dawn operation, 10 dusk and dawn operation
1-20 FPM  2-40 FPM  3-60 FPM  4-steady
fpm: flash per minute

SPECIFICATIONS

ORDER DATA

DRAWINGS

SPECIFICATIONS

• In case of AC Product can be wired regardless of polarity

• In case of DC  black cable is (-) negative

LED Color 85-260VAC 12-60VDC

Red MS 628.85-260VAC MS 628.12-60VDC

120°m
m

120°mm

12
0°
m
mØ5.0mm

Ø5.0mm

Ø5.0mm
155.0mm

155mm

14
0m

m

105mm 3.0mm

NO COM NC

Black

Red

fpm change / steady button

NO Yellow
NC Blue
COM White

Fuse

POWER
POWER

Mesan Elektrik Mümesillik ve San. A.Ş. 
Yeşilbayır Mah.Edirne - İstanbul Demiryolu Cad. No:46 Hadımköy Arnavutköy İstanbul Turkey 
Tel: 0212 771 29 44-45 Fax: 212 771 29 48 info@mesanelektrik.com  www.mesanelektrik.com


