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Signal Indication Lamp LED 

AD22-22DS

Operation Voltage
6V-415V AC/DC according to request (6V, 
12V, 24V, 36V, 48V, 110V, 127V, 220V, 
380V), ±%10

Frequency 50-60Hz for AC. 

Rated Current <20mA

IP rating IP20 body, IP55 Panel side

Dielectric strength

2.5kV VAC, 1-min, (Powe Frequency 
Withstand Voltage)

Insulation Resistance 
Ui: 60V is 5Mohm 
Ui: 60-660V is 50Mohm

Hole Dia 22mm

Continous Working 
Life

30,000hr

Light Height > 100 cd/m2 AD22-22DS Indication LAmp

TECHNICAL SPECIFICATIONS

CODE VOLTAGE COLOR

AD22-22DS-230-G 230VAC 

AD22-22DS-230-R 230VAC 

AD22-22DS-230-Y 230VAC 

AD22-22DS-230-W 230VAC 

AD22-22DS-230-O 230VAC 

AD22-22DS-230-B 230VAC 

AD22-22DS-24-G 24VAC/VDC

AD22-22DS-24-R 24VAC/VDC

AD22-22DS-24-Y 24VAC/VDC

AD22-22DS-24-W 24VAC/VDC

AD22-22DS-24-O 24VAC/VDC

AD22-22DS-24-B 24VAC/VDC

AD22-22DS-110-G 110VAC/VDC

AD22-22DS-110-R 110VAC/VDC

AD22-22DS-110-Y 110VAC/VDC

AD22-22DS-110-W 110VAC/VDC

AD22-22DS-110-O 110VAC/VDC

AD22-22DS-110-B 110VAC/VDC
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